Replacing the internal Battery fuse in the SAV04
There are 2 fuses in the SAV04. One is external and situated on the back panel. This
fuse (Fuse1, 2AT) is for the incoming mains charger and when this fuse is blown, the
main blue LED will not light when the charger is plugged in.
If the blue LED is lit but there is a constant red LED illuminated on the front panel
then this indicates a battery fault. This could be due to a completely flat battery that
needs a slow constant charge before it can be charged normally. To allow this slow
trickle charge, leave the charger connected for at least 6 hours. Then disconnect and
reconnect the mains charger. If the Yellow LED starts flashing the battery was flat
and will now charge normally. If the Red LED is still illuminated then the most likely
reason is that the internal battery protection fuse is blown. This fuse (Fuse 2, 3AT) is
situated inside the unit. Replacing this fuse requires a Philips screwdriver and a small
pair of pliers.
Disconnect the mains charger before starting and make sure the unit is turned off.
Undo the two small hexagonal
securing posts from the D Type
connector and remove the metal
housing.
Then remove the black rubber boot
from around the back of the unit
exposing 4 Philips screws, one in each corner. Undo and remove those four screws
and pull the back panel away from the main unit.
On the right-hand side is a connector from the rear panel Fuse 1. Remove that
connector as shown.

Behind that connector is Fuse 2
Use a small pair of tweezers to remove and replace Fuse 2 with a 3A SMD fuse. Reconnect the connector from the rear panel Fuse 1. Fit the back panel and replace the
4 Philips screws. Then replace the D Type metal housing, fitted with the longest edge
uppermost. Replace the black rubber boot.
END
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